






intensified  globally.  Increased  energy  prices  could have  direct  adverse  impacts  on  some  of  the 
world’s  largest  bread  bowls  like  the  Indo­Gangetic  Plains,  Northern  China,  and  the  western 
United States, due to their large and growing reliance on energy­intensive groundwater extraction 
for  irrigation.  This  paper  studies  the  effects  of  energy  prices  on  global  groundwater  extraction 
with a global water and food model, IMPACT­WATER, through analyses of a set of alternative 




As  a  result  of  technological  advances,  groundwater  use  has  spread  rapidly  in  recent  decades, 




Groundwater  usage  has  brought  many  benefits  to  people.    Its  development  has  supported 
increased food production and has led to significant increases in farm incomes, including for the 
poor.  Groundwater  pumping  can  be  tailored  to  individual  crops,  conserving  irrigation  water. 
Moreover, as pumping is generally located close to where water is being used, distribution losses 
in  the  form  of  evaporation  and  seepage  are  minimized.  Pumping  directly  translates  into 
(transparent)  irrigation  service  costs,  which  increases  accountability.  Furthermore,  as 
groundwater  pumping  entails  relatively  higher  variable  costs  of  delivery,  as  well  as  full  water 
control,  water  use  efficiency  in  groundwater  systems  is  generally  higher.  Finally,  groundwater 

















2002).  Postel  (1999)  draws  on  several  sources  to  estimate  total  annual  global  groundwater 
overdraft at 163 km 3 . 
Most non­renewable groundwater resources of the world are distributed in Africa, especially the 
northern  part  of  the  continent,  where  the  renewable  water  resources  are  most  scarce  and  the 
interest  in  such  aquifer  systems  is  greatest.  Mining  of  non­renewable  groundwater  resources 
accounts for a small portion (~ 4%, as estimated by Margat et al., 2006) of the total groundwater 




Excessive  groundwater  pumping  can  lead  to  the  drying  up  of  more  shallow  wells,  requiring 
deeper tubewells, and increased pumping cost. As the depth to water increases, the water must be 
lifted higher to reach the land surface. If pumps are used to lift the water (as opposed to artesian 
wells),  more  energy  is  required  to  drive  the  pump. Using  wells  can  thus  become  prohibitively 
expensive. 
India 
In  India,  about  60  percent  of  the  irrigated  food  grain  production  now  depends  on  groundwater 
irrigation and about  half  of  total  area  irrigated  depends  on  groundwater wells.  The  number  of 
shallow  tubewells  roughly  doubled  every  3.7  years  between  1951  and  1991.  In  general, 
groundwater  irrigators  in poorer  states  tend  to  rely more on diesel  (see Figure 1).   Research  in 
India showed that groundwater irrigated crops generally result in higher yields due to better water 






(Wang, et al. 2005).   According  to China’s Ministry of Water Resources  (2001), between 1958 
and  1998  groundwater  levels  in  the  Hai  River  basin  fell  by  up  to  50  meters  in  some  shallow 
aquifers  and by more  than 95 meters  in  some  deep aquifers. According  to Huang  et  al.  (2006) 
farm  households  in China  pay  for  the  cost  of  energy  (electricity  or  diesel)  to  pump  the  water, 







lowered  the water  table,  reduced or  eliminated  the base  flow of  streams,  and has  caused  saline 
ground  water  to  move  inland.  In  west­central  Florida,  groundwater  development  has  led  to 
saltwater intrusion and land subsidence and concerns about surface water depletion from lakes in
3 
the area.  In  the Houston, Texas, area, extensive groundwater pumping  to support economic and 
population  growth  has  caused  water  level  declines  of  approximately  400  feet  (122  meters), 
resulting  in  extensive  land­surface  subsidence.  The  High  Plains  aquifer  (which  includes  the 
Ogallala aquifer) underlies parts of eight States and has been intensively developed for irrigation. 
Since  predevelopment,  water  levels  have  declined  more  than  100  feet  in  some  areas  and  the 
saturated  thickness has been reduced by more  than half  in others.  In  the desert  southwest of  the 
United  States,  increased  groundwater  pumping  to  support  population  growth  in  south­central 
Arizona has led to drops in the water table of 300­500 feet and resulted in the loss of streamside 




major  breadbowls  relying  on  groundwater.    Groundwater  extraction  in  India  is  fueled  by 
electricity  and  diesel,  both  of  which  are  provided  at  subsidized  rates  to  farmers  by  state 
governments. Changes in energy prices are absorbed by the government, especially in the case of 
electricity tariffs. 
In  China,  the  electricity  price  did  not  increase  much  compared  to  oil  because  thermal  plants 
mostly burn coals, and the share of energy production from hydropower is increasing. Most pump 
sets are run with electricity. 
In  the United States,  environmental  concerns  together with  farm support  and other government 
policies  are more  important  drivers of groundwater use  than  energy  cost.  Anecdotal  evidence, 
however,  indicates  some  changes  in  cropping  pattern  and  energy  sources  for  groundwater 
pumping in areas of the United States. In Arkansas, growers are said to have reduced rice areas, 
generally  in  favor  of  increased  soybean,  because  of  a  combination  of  increased  fertilizer  and 
energy prices (Earl D. Vories, personal communication, January 2007). Moreover, in the Ogallala 
aquifer higher pumping costs have led to the shutdown of some fossil fuel powered pumps, as the 
price  of  diesel  was  three  times  the  cost  of  electricity  (Robert  Evans,  personal  communication, 
January 2007). 
While there is little evidence to date on reductions in groundwater pumping as a result of higher 
energy  cost,  sharp  further  increases  in  energy  prices  are  plausible.  The  following  sections 
examine  the  potential  impact  of  rapid  energy  price  increases  on  food  supply  and  demand  and 













projected  for  domestic,  industrial,  irrigation,  and  livestock  sectors  based  on  drivers  including 
population  and  income  growth,  growth  of  irrigated  areas  and  change  of  cropping  patterns. 
Industrial demands are projected for each of  three major  industrial classes separately. Livestock 
water demands are projected for each of the six livestock types in the model. On the supply side, 
long­term  historical  monthly  time  series  of  precipitation,  potential  evapotranspiration  (ET)  and 
runoff  (surface  runoff  plus  groundwater  recharge)  for  each  FPU  are  used  to  represent  future 
climate scenario. Other sources of water like desalinization are also considered. 
The  water  simulation  model  then  optimizes  water  supply  according  to  demand  based  on  the 
projected  future  infrastructure  capacity  and  environmental  policy,  including  improvement  of 






supply,  demand,  and  prices  for  agricultural  commodities  are  determined.  These  country  and 
regional  agricultural  sub­models  are  linked  through  trade.  Supply  and  demand  functions 
incorporate supply and demand elasticities to approximate the underlying production and demand 




Groundwater  aquifers  are  much  localized  resources  and  there  is  no  straightforward  way  to 
simulate  groundwater  dynamics  with  a  single  global  modeling  framework  without  explicitly 
including  the  details  associated  with  local  climate,  topology,  and  hydrogeologic  properties  of 
aquifers.  In  our  policy  modeling  framework,  therefore,  the  responses  of  groundwater  depth  to 





h W E × × = f  (1) 
where E  is  the  total  energy (in million watt hours, Mwh) used  in pumping out W million cubic 
meters  of  ground  water  from  an  aquifer;  h  represents  average  groundwater  depth  from  land 
surface during the period of pumping, and f  is a coefficient defined by 
1000 g × × = r g f  (2) 




and  (2),  energy  consumption  of  groundwater  pumping would  be  proportional  to  the  volume  of 
water extracted from aquifers.   Though  tending  to oversimplifying,  the assumption allows us  to 
link energy price to water use in a straightforward way. 
Within  a year,  if  the volume  of  groundwater being used  in FPU u  and month m  is  m u GW  ,  , and 
















Assuming  the  energy  price  increases  by  a  percentage  of  PE D  ,  from  Equation  (1),  the  cost  of 
groundwater pumping will be  increased by  the same percentage. Without considering other cost 
changes of  supplying groundwater  to  end users, we assume  the  increase of groundwater  supply 






( )  s u u s u  P PE P  , ,  1 ' × D × + = a  (4) 
where  u a  is the ratio of the quantity of groundwater use to total water use in the FPU. 
In  the  water  simulation model,  originally  projected  water  demand  for  each  sector  in  a  FPU  is 
adjusted by a demand function of relative water price, as below: 
( ) hs u s u s u s u  RP D RP D  , , , , ' × =  (5) 
where  s u D  , '  is  water  demand  of  sector  s  in  FPU  u,  s u D  ,  is  originally  projected  water  demand, 
s u RP ,  represents  relative water price, and h denotes price elasticity of water demand for sector  s 




Higher  energy  prices  also  raise  the  costs  of  diverting  surface  water,  and  the  costs  of  water 
treatment to meet the standards for drinking and industrial uses. Costs of desalinization will likely 
increase  as well. However,  to  focus on  the  impacts of groundwater pumping,  these  impacts  are 
not included. 






of energy price), doubled energy price, and tripled energy price for groundwater pumping. 
Figure  5  shows  the  global  total  consumptive  irrigation  water  use  under  the  three  energy  price 
scenarios. On average, irrigation water depletion decreases by 7.5 percent from the baseline under 





change  of  average  production  from  the  baseline  to  the  doubled  price  is  ­0.80  percent  and  the 
change from baseline to the tripled price is ­0.94 percent. For both doubled price and tripled price, 




result  of higher  energy prices, world prices  for  agricultural  commodities  increase,  by 4  and 4.8 
percent, on average,  for maize under  the double and  triple scenarios; by 5.2 and 6.2 percent  for 
wheat, and by 4.2 and 5.0 percent for rice, respectively.  Declines in water consumption in China 
lead to slight increases in net cereal imports, while for India net cereal exports decline.  Impacts 






The  basin  model  describes  the  water  supply  situation  along  the  river  system  and  the  water 
demands  by  the  various  water­using  sectors.    Water  benefit  functions  are  developed  for 
productive water uses, and minimum  instream  flows  are  included as  constraints.   Water  supply 
and demand are then balanced based on the economic objective of maximizing net benefits from 
water use.  This structure allows for intersectoral and multiprovince analyses of water allocation 





basic  staples  like  rice  and  maize  to  raw materials  for  the  local  industry,  including  rubber  and 
sugarcane,  to  high­value  crops  like  coffee,  flowers,  fruit,  pepper,  tea,  and  vegetables.    Rapid 




Based  on  a  household  survey  covering  700  households  implemented  for  2000­2001  in  the  11 
provinces  of  the  Dong  Nai  River  Basin,  397  irrigated  crop  observations  (out  of  a  total  of 
approximately 1,600 observations)  relied on groundwater  irrigation,  including 23  for  coffee;  52 
for cereals; 106 for fruit trees, and 216 for vegetable crops.  Thirty­five percent of irrigators used 
diesel and the reminder electricity.  Average energy cost per hectare per crop using groundwater 
was  US$70  for  fuel  and  US$43  for  electricity.    Even  though  these  costs  are  fairly  high,  they 
constituted  only  6.6  percent  and  3.4  percent  of  total  crop  costs,  respectively,  for  fuel  and 





provincial­level  tank.  Groundwater  pumping  costs  from  survey  estimates  were  converted  into 
volumetric  estimates,  with  average  rates  for  groundwater  irrigation  of  US$0.05/m 3 .  Rates  for 
industrial and domestic uses of US$0.07/m 3  are based on interviews of water supply companies. 
Irrigation service fees for surface water irrigation are much lower, ranging from US$ 0.00034/m 3 
to  US$  0.40139/m 3  depending  on  the  crop  and  season.  Groundwater  pumping  accounts  for  4 
percent  of  total  irrigation  withdrawals  in  the  basin.    Moreover,  groundwater  pumping  for 
irrigation accounts for 36 percent of total pumping in the basin. 




or  307 million  cubic meters.   With  a  tripling  of  energy  costs,  the  decline  is  56  percent  or  406 
million cubic meters (Figure 8).  The drop in pumping for irrigation water is much  larger, at 59 
percent  and  76  percent,  respectively.  Beneficial  crop  evapo  transpiration  declines  from  2,110 
million cubic meters under the base optimization to 2,039 million cubic meters under the tripled 
water use scenario.  This decline  is much smaller  than  the drop  in groundwater pumping would 
suggest.  Moreover, while  total water depletion  slightly declines,  total withdrawals  increase,  as 
surface  withdrawals  compensate  in  part  for  declines  in  groundwater  use  and  seepage  and 
evaporation  losses  of  this  source  are  higher.  Whereas  pepper  and  fruit  tree  crops  maintain 
production  levels  due  to  their  relatively  higher  profitability,  area  harvested  and  production  for 
coffee, which features a lower profit per unit of water, declines (Figure 9). 
Thus,  overall  impacts  on  the  water  balance  and  production  levels  are  minor.  Impacts  on 
agricultural profits are significant but not excessive (Figure 10). Agricultural incomes drop from 






major breadbowls  relying on groundwater. Groundwater  extraction  in India  is  largely fueled by 
electricity  and  diesel,  both  of  which  are  provided  at  subsidized  rates  to  farmers  by  the  state 
governments. Any  changes  in  energy  prices  are  absorbed  by  the  government,  especially  in  the 
case of  electricity  tariffs.  In China,  the electricity price did not  increase much compared  to oil 
because thermal plants mostly burn coals, and the share of energy production from hydropower is 
increasing. Most pump sets in both countries rely on electricity and not on diesel to fuel pumps. 
In  the  United  States,  other  policies  are more  important  determinants  for  groundwater  pumping 
outcomes, including environmental policies and farm support policies. 
Based on a global water­and­food projections model, we  show  that  increased  energy prices  for 








respectively,  for  fuel  and  electricity  use,  based  on  a  simple  average  across  crop  observations). 
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Figure 7:  Projected  international  price  for  maize,  alternative  groundwater  pumping 
cost scenarios 

































Figure 9:  Changes  in  area,  yield,  production  for  coffee,  under  alternative  pumping 
cost scenarios, Dong Nai River Basin 
Figure 10:  Changes  in profit  from irrigated agricultural production, under alternative 
pumping cost scenarios, Dong Nai River Basin
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